
The Pulsemaster is available in 3 standard sizes: 

• MINI 

• STANDARD 

• MAX 

 

Available in 2 standard materials: 

• ALUMINIUM 

• STAINLESS STEEL 

 

PULSEMASTER CONFIGURATION GUIDE 



Due to the unique patented method of the Pulsemaster, multiple sizes of chains can be accommodated with 1 size of applicator. 

To determine which size applicator is required for the specific chain, measure the width of the lubrication points required* and select the 

appropriate size applicator in page 3. 

 

If there are any special attachments you are concerned about, contact our team and we will be able to advise at 

sales@lubezone.solutions 

 

*It is advised to extend chain life efficiently to lubricate the chain pin and bush shown in the below diagram as standard. 

<—LUBRICATION POINTS WIDTH—> 

WHAT CHAIN DIMENSIONS ARE REQUIRED?  



MINI 
10 - 20mm 

*The cam lever can be offset from the chain for certain applications 

Aim to mount the applicator with nozzle positions in line 

 

PULSEMASTER VARIANTS 

STANDARD 
20 - 55mm 

MAX 
55 - 95mm 



● = Closed 
○ = Nozzle 

BS SINGLE PITCH 
Type Width Applicator Nozzle Position 

08B-1 10.95 MINI ●○│ │○● 
10B-1 13.05 MINI ●○│ │●○ 
12B-1 15.38 MINI ●○│ │●○ 
16B-1 25.32 STANDARD ●●●○│ │○●●● 
20B-1 28.56 STANDARD ●●○●│ │●○●● 
24B-1 37.4 STANDARD ●○●●│ │●○●● 
28B-1 43.99 STANDARD ●○●●│ │●●○● 
32B-1 53.3 STANDARD ○●●●│ │●●●○ 
40B-1 55.75 STANDARD ○●●●│ │●●●○ 
48B-1 69.32 MAX ●●○●●│○│●○●●● 
56B-1 83.34 MAX ●○●●●│○│●●●○● 

BS DOUBLE PITCH 

Type Width Applicator Nozzle Position 
208B-1 10.95 MINI ●○│ │○● 
210B-1 13.05 MINI ●○│ │●○ 
212B-1 15.38 MINI ●○│ │●○ 
216B-1 25.32 STANDARD ●●●○│ │○●●● 
220B-1 28.56 STANDARD ●●○●│ │●○●● 
224B-1 37.4 STANDARD ●○●●│ │●○●● 
228B-1 43.99 STANDARD ●○●●│ │●●○● 
232B-1 53.3 STANDARD ○●●●│ │●●●○ 

ANSI SINGLE PITCH 

Type Width Applicator Nozzle Position 
#40 10.94 MINI ●○│ │○● 
#50 13.59 MINI ●○│ │●○ 
#60 17.54 MINI ○●│ │●○ 
#80 22.24 STANDARD ●●●○│ │○●●● 

#100 27.05 STANDARD ●●○●│ │●○●● 
#120 35 STANDARD ●○●●│ │●○●● 
#140 42.95 STANDARD ●○●●│ │●●○● 
#160 50.9 STANDARD ○●●●│ │●●●○ 
#200 66.6 MAX ●●●●○│●│○●●●● 
#240 82.5 MAX ●●○●●│●│●●○●● 

ANSI DOUBLE PITCH 

Type Width Applicator Nozzle Position 
C2040 10.95 MINI ●○│ │○● 
C2050 13.46 MINI ●○│ │●○ 
C2060 17.41 MINI ○●│ │●○ 

C2060H  19.07 MINI ○●│ │●○ 
C2080 23.75 STANDARD ●●●○│ │○●●● 
C2100 28.5 STANDARD ●●○●│ │●○●● 
C2120 36.42 STANDARD ●○●●│ │●○●● 
C2160 44.55 STANDARD ●○●●│ │●●○● 

CHAIN SIZES & OUTLET CONFIGURATIONS 



● = Closed 
○ = Nozzle 

M SERIES 

Type Width Applicator Nozzle Position 
M80 38 STANDARD ●○●●│ │●○●● 

M112 44 STANDARD ●○●●│ │●●○● 
M160 51 STANDARD ○●●●│ │●●○● 
M224 59 STANDARD ●○●●│ │●○●● 
M315 68 MAX ●●●○●│●│●●○●● 
M450 80 MAX ●○●●●│●│●●●○● 
M630 94 MAX ○●●●●│●│●●●●○ 

FV SERIES 

Type Width Applicator Nozzle Position 
FV63 30 STANDARD ●●○●│ │●○●● 
FV90 35 STANDARD ●○●●│ │●○●● 

FV112 42 STANDARD ●○●●│ │●●○● 
FV140 47 STANDARD ○●●●│ │●●○● 
FV180 61 MAX ●●●○●│●│●○●●● 
FV250 71 MAX ●●○●●│●│●●○●● 
FV315 85 MAX ●○●●●│●│●●●○● 
FV400 94 MAX ○●●●●│●│●●●●○ 

WH SERIES 

Type Width Applicator Nozzle Position 
WH78 44.45 STANDARD ●○●●│ │●●○● 
WH82 41.4 STANDARD ●○●●│ │●●○● 

WH106 57.4 MAX ●●●○●│●│○●●●● 
WH110 67.05 MAX ●●○●●│●│●○●●● 
WH111 63.75 MAX ●●●○●│●│●○●●● 
WH124 57.4 MAX ●●●○●│●│○●●●● 
WH132 95.2 MAX ○●●●●│●│●●●●○ 
WH150 95.2 MAX ○●●●●│●│●●●●○ 

DROP FORGE SERIES 

Type Width Applicator Nozzle Position 
102NA 12 STANDARD ●○●○│ │●●●● 
102LA 8 STANDARD ●○●○│ │●●●● 
125NA 15 STANDARD ○●●○│ │●●●● 
142LA 14 STANDARD ○●●○│ │●●●● 
142NA 18.7 MAX ○●●●○│●│●●●●● 
150NA 15 STANDARD ○●●○│ │●●●● 
160NA 19.5 MAX ○●●●○│●│●●●●● 
175NA 22 MAX ○●●●○│●│●●●●● 

*Pulsemaster to be offset on shoulder of link  

CHAIN SIZES & OUTLET CONFIGURATIONS 



P M 0 0

1 1 Aluminium 1 0 Open 0 Open 0 0 None 0 None

2 2 Stainless Steel 2 1 Outlet 1 1 Outlet 1 1 1 Side 1 Nylon

3 *Max Only 2 Outlet 2 2 Outlet 2 2 2 Front 2 Stainless

4 3 Outlet 3 3 Outlet 3 3 3 Rear

5 4 Outlet 4 4 Outlet 4 4 Top

6 5 Outlet 5 5 Outlet 5

7

Standard

Max

Mini Pro

Standard Pro

Max Pro

Custom

- -

Bracketry

2

Mini

Brushes

1 1 0- 00 0

Open

Left Side

Right Side

Inlet Fitting

Both

0

Number of Pistons

Single Piston

Dual Piston*

Applicator Type Material Left Nozzle Right Nozzle 

ORDER METHOD  

 

For Additional Information, Technical Enquiries, Case 

Studies and Custom Application Support, Please Contact : 

 

SALES@LUBEZONE.SOLUTIONS 


