
PULSE MASTER
INTRODUCING:

Patent Pending
A Product of Lubezone

The PulseMaster is an innovative automatic lubrication system engineered to  
precisely target the articulation points of conveyor chains. Its mechanical timing  
design eliminates the need for external controls, ensuring consistent lubrication 
with minimal oil usage. By optimising lubricant delivery, the PulseMaster reduces 
consumption, minimises waste, and significantly extends chain life.

The cam lever is mechanically synchronised with the movement of 
the chain rollers, delivering a precise burst of lubricant directly into 
the chain pin. In its resting position, the system remains sealed, 
preventing any lubricant flow. When actuated, the cam lever opens 
the flow path, injecting an exact dose of lubricant into the chain’s 
pivot points, ensuring effective lubrication only when needed.
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Multiple nozzle configurations to  
accept a variety of chain sizes and  
a raised edge to protect the nozzle  
from any potential chain damage.

Multiple mounting options, 
including front , side, and  

vertical options.

Both left hand and right  
hand porting available. This 
illustration shows a left port.

Rear mounting options can be 
used for additional accessories 
such as, protection deflectors  
and cleaning accessories.
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•  Inlet Size 1/8” BSPT or NPT (both available)

•  Mounting Holes M6 (Basic & Standard), M8 & M10 (Max)

•  Operating Mode Mechanical direct drive (roller-triggered)

•  Sizes Basic, Standard, Max

•  Chain Compatibility Conveyor and roller chains based on width and attachment style

•  Flow Rate Variable, dependent on application and model selection

•  Air Assist Optional (recommended: 0–3 bar / 0–43.5 psi for optimal atomised lubrication)

•  Materials Aluminium alloy (standard), Stainless steel (for hygiene/corrosive environments)

•  Mounting Orientation Any (vertical and inverted mounts require air assist)

•  Temperature Range -20 to 190 °C (-4 to 374 °F)

•  �Compatible Oils ISO VG 32 to ISO VG 260 (recommended: ISO VG 68–150 for optimal performance)
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Oven / Provers
Heavy duty chains working in  
hot enviroments, heat tunnels. 

Saw Mills 
Fast moving chains  
in harsh conditions.

Quarry / Mining
Conveyor chains, reclaimers.

Packaging
Sandwhich packing machines, 
cartoners, palletisers.

Bott l ing / Canning Industry
End cap machines,  
can ovens, keg plants.

Overhead Conveyors
Minimal lubrication requirements  
|for: garment conveyors, paint  
spray conveyors, slaughter plants.

Paper Industry 
Tissue accumulators, log-cutting 
machines, pulp conveyors.

Food Processing
Precise, accurate lubrication 
preventing the likelihood  
of contamination.

Theme Parks
Roller coasters, log flumes.

Aerosol Industry
Aerosol test batch machines.


